VaporBrite Strip—LED
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TECHBRITE.

Saving energy in the best possible LIGHT

Applications

Food Processing &
Refrigerated Facilities

Parkin
Traffic

Breweries & Bottling

Facilities

Livestock Facilities

Exterior Retail Areas

Certifications

UL Wet Location

IP65/IP66/IP67

ROHS

Garages &
unnels
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Designed for tough environments

Weather resistant enclosures

Lengths of 2°, 4’or 8’

LED available in 5000K, 4000K & 3500K
Breakage resistant diffusers

Frosted acrylic ribbed diffuser reduces pixelization
Simple mounting system—no holes to drill!
50,000 hour rated life
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1000 Kieley Place., Cincinnati OH 45217

Fixture Fixture Number Type Line Reflector Color Lumen Options
Length Width of LED Voltage Temperature Output
(in feet) (in inches) | SS ..LED | | I [
T 2 Foot Fixture (5000K Temp)
- B....... Standard A..3250Lumens-27W-119LPW* Many
2,4,8..... VaporBrite 1 Universal Gear Tray B...3310Lumens—31W-107LPW* options
...... (120/277) C...4530Lumens-43W-107LPW* available
V ... VaporBrite [|7.... VaporBrite 303500 D...5470Lumens-51W-107LPW* I ’
2. 480V -+ 3500K || 4 Foot Fixture (5000k Temp) please
‘S'g ‘S‘gggg B...4260Lumens-38W-112LPW* ask your
- C ..5370Lumens-48W-111LPW* ales rep.
2...... 2" Fixture D...6470L umens-60W-109LPW* | |
4..... 4, F}xture 8 Foot Fixture (5000k Temp)
4.....8" Fixture ~ DLCA E...7340Lumens-59W-125LPW*
...... pproved ——
F...9030Lumens-79W-114LPW*
G...10540Lumens-93W-114LPW*
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www.techbrite.com

513-252-0590 fax

*Input wattage calculated using ballast manufacturer data in an open-air lamp application.
*Actual fixture wattage may vary based upon a variety of factors including: ballast factor; lamp wattage; input line voltage; ballast manufacturer; and/or environmental temperature.



